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Kitchen Faucet Aerator

HIGH FLOW

To complete installation you will need:
• kitchen faucet aerator (located in your kit)
Advanced
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• teflon tape (located
in your kit)Strip
• crescent wrench
• old towel or rag
To complete installation you will need:
• old toothbrush
• Advanced power strip (located in your kit)
• Devices that you would like to control (TV or computer system)
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5. Plug the advanced power strip into a grounded wall receptacle.
FLUSH OUT FAUCET PIPE
4. Turn on the water and run for five to ten seconds. This will flush
CAUTION:
When using
a power
strip,
ensure
allinside
the connected
out any residue
that might
have
come
loose
the faucet.
devices will not draw more amperage then the wall outlet or
power
stripFAUCET
is designed
for. Verify this by knowing the rating of
PREPARE
AERATOR
the wall outlet or power strip, then by adding up the amperage
5. Remove the kitchen faucet aerator from the kit, and place the
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washers in the proper place after once again drying the faucet
threads.
Note: The flip aerator is designed for use with inside and
outside threaded faucets.
– External Threads: Use one rubber washer.
– Internal Threads: Use two rubber washers.
INSTALL NEW FAUCET AERATOR
6. Screw on the new kitchen faucet aerator clockwise and hand
tighten until snug. Do not over-tighten.
7. Turn on the faucet and check for leaks. If it leaks, try adding some
Teflon Tape to the threads of the aerator. That should do it!
Note: As a safety feature, the aerator will not completely stop the
flow of water. This is to prevent buildup of hot water that might
pose a threat to children.
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