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To complete
installation
will need:
• kitchen faucet aerator (located in your kit)
• teflon tape (located in your kit)
•CAUTION:
crescent Turn
wrench
off light and allow to cool prior to removal.
• old towel or rag
• old toothbrush

To complete installation you will need:
• BR30 LED Light Bulb (located in your kit)
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REMOVE OLD AERATOR
REMOVE OLD LIGHT BULB
1. Place an old towel or rag over the drain in the sink. This will prevent
1.	First you must choose an incandescent light bulb you will
any washers or grit from the faucet arm falling down the drain.
remove and replace with your new LED Light Bulb. Look
around your business and determine which light is used the
2. To remove the old aerator from the faucet, cover the old aerator
most. This is the bulb you should replace.
with an old towel or rag, and remove using a collapsible wrench.
2.	Always use the lowest wattage bulb that still gives you the
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of the faucet thoroughly.
3.	Remove the old incandescent light bulb. WARNING: Bulb
may be
hot.
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4. Turn on the water and run for five to ten seconds. This will flush
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made of thin glass and can cut you if they break.
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package. Install your new LED Light Bulb and turn it on!
Note: The flip aerator is designed for use with inside and
outside threaded faucets.
– External Threads: Use one rubber washer.
– Internal Threads: Use two rubber washers.
INSTALL NEW FAUCET AERATOR
6. Screw on the new kitchen faucet aerator clockwise and hand
tighten until snug. Do not over-tighten.
7. Turn on the faucet and check for leaks. If it leaks, try adding some
Teflon Tape to the threads of the aerator. That should do it!
Note: As a safety feature, the aerator will not completely stop the
flow of water. This is to prevent buildup of hot water that might
pose a threat to children.
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